
TECHNICAL SPECIFICATION

SORRENTO
1% 2x2 SCREEN

Composition 30% Polyester / 70% PVC

Openness Factor 1%

Width 300cm

Pattern Basketweave 2x2

Fire Classification FR (USA) - NFPA 701-2010
AS1530.2 / B1 (DE) - DIN 4102-1

Yarn Count Warp 44/inch +/- 5% - ISO 7211.2
Weft  33/inch +/- 5% - ISO 7211.2

Weight 600 gr/m2 +/- 5% - ISO 2286-2

Thickness 0.80mm +/- 5%

Breaking Strength Warp 226 daN/5cm - ISO 1421
Weft 186 daN/5cm - ISO 1421

Tear Strength Warp 13.2 daN - ISO 4674
Weft 8.7 daN - ISO 4674

Colour Fastness to Light 8 - ISO 105:B02

Mould Resistance A - ISO 846

Management Quality System ISO 9001

Environmental Management System ISO 14001

⁽*⁾ Optional feature by request
⁽**⁾ Regulation of antiviral claims varies in different countries. Please check with your local authorities.
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SORRENTO
1% 2x2 SCREEN

Woodland GreyPorcelain

⁽*⁾ Optional feature by request
⁽**⁾ Regulation of antiviral claims varies in different countries. Please check with your local authorities.
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⁽**⁾ Regulation of antiviral claims varies in different countries. Please check with your local authorities.

Solar Property Test Report

PANEL ROLLER VERTICAL ROMANRoman

⁽*⁾ Optional feature by request
⁽**⁾ Regulation of antiviral claims varies in different countries. Please check with your local authorities.
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